
EON310 

Executive Digital Key Phone 

 

Overview 

 

EON310 is an Executive Digital Key Phone designed to deliver feature-rich, 

reliable and streamlined business communications. Sophisticated design, classy 

looks and crystal-clear audio makes EON310 an easy choice for executives 

wanting to add digital endpoints.  

 

EON310 works in tight integration with ETERNITY IP-PBX systems for speed of 

operations and better workforce collaboration. EON310 features a 2 Line LCD 

Display, Direct Station Selection (DSS) Keys, 3.5mm Headset connectivity, High 

Quality speakerphone and high definition voice quality.  

 

The Smart and Intelligent Deskphone is best suited for deployment in all small to large sized organizations such as call 

centers, hotels, manufacturing and financial institutions.  

 

 

Key Features 

 

2 Line LCD with Backlit 

 

Alphanumeric Dial pad Keys 

 

Fixed Function Keys 

Voice Mail, Mute, Do Not Disturb, Forward, Logs, Speaker 

 

Fixed Function Keys (Without LED) 

Hold, Conference, Contacts, Transfer 

 

12 DSS/BLF Keys for Feature, Line, Extension 

 

Message Wait and Ringer Lamp 

 



3.5mm Headset Connectivity 

 

Volume Adjust Keys 

 

High Quality Speaker Phone 

 

Adjustable Desk Stand 

Specifications 

 

Phone Features Call Hold, Mute, Do Not Disturb, Speed Dial, Hotline, RedialCall,  

BackAuto,  AnswerCall,  ForwardCall,  WaitingCall,  TransferRoom 

Monitoring, Conference, Directory, Call Logs, Paging, Dial-by-Name 

 

Call Management Message Wait LampRinger LampVoice MailCall Pickup – Group and 

SelectivePaging 

 

Display 2 Line LCD with BacklitLED for Incoming/Ongoing Call, Mute, 

HoldIntuitive User Interface with IconsMultiple LanguagesCaller ID with 

Name, Number 

 

Physical Features 42 keys1 x RJ9 Handset Port1 x RJ9 Headset PortDimension (L x B x H): 

207 X 335 X 78 mm 

 

Mechanical Weight: 0.82 KgsInstallation: Wall Mount, Table-topColor: Black 

 

Environmental Operating Temperature Range = 0 to 45°CStorage Temperature = 0 to 

55°COperating and Storage Humidity = 5 to 95%, RH, Non-Condensing 

 


